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FOREWORD

Ships, training activities, supply points, depots, Naval Shipyards and Supervisors of Shipbuilding are
requested to arrange for the maximum practical use and evaluation of NAVSEA technical manuals. All errors,
omissions, discrepancies, and suggestions for improvement to NAVSEA technical manuals shall be reported to
the Commander, NAVSURFWARCENDIV, 4363 Missile Way, Port Hueneme, CA 93043–4307 on NAVSEA/
SPAWAR Technical Manual Deficiency/Evaluation report (TMDER), NAVSEA Form 4160/1. To facilitate such
reporting, one copy of NAVSEA Form 4160/1 is included at the end of each bound part of each technical manual.
All feedback comments shall be thoroughly investigated and originators will be advised of action resulting there-
from. Extra copies of NAVSEA Form 4160/1 may be requisitioned from DDSP Susquehanna Pennsylvania, 05 E
Street, Mechanicsburg, PA 17055–5003. (S/N 0116–LP-019–5300).
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CHAPTER 1

INSTALLATION INSTRUCTIONS

1. Connect Steam Supply Line to steam inlet fitting. For best operation of the unit, the steam supply line should
be the full size of the steam inlet fitting. For convenience a steam control valve may be installed in the steam
inlet line near the kettle..

2. Connect condensate return line to steam outlet connection. A suitable steam tray should be installed in the
condensate return line near the kettle.

3. The safety valve is sealed and adjusted to blow off at the operating pressure stamped on the kettle. Do not
remove the seal to adjust the valve. This safety valve outlet is fitted with a 3/4″ iron pipe thread. Do not plug
or close this opening.

4. If the steam supply pressure is greater than the working pressure stamped on the kettle, it is recommended
that a pressure reducing valve be installed in the steam supply line near the kettle.

OPERATING INSTRUCTIONS

1. To operate kettle, open valve in steam inlet line.

2. Check steam trap to be sure it is discharging a condensate.

3. Check operation of the safety valve by operating the lever until steam is discharged from the valve.

4. The working pressure stamped on the kettle indicated the pressure for which the kettle was designed. The
kettle may be operated efficiently, using steam pressures from approximately 8 lbs. up to the working pressure
stamped on the kettle.

MAINTENANCE INSTRUCTIONS

1. The interior surfaces of the kettle and cover may be cleaned the same as other stainless steel utensils.

2. Steel wool is not recommended for cleaning the interior surfaces of steam jacketed kettles. If steel wool is
used, small particles of steel may become embedded in the stainless steel surface. These small particles of steel
may corrode and pit the surface of the kettle.

PARTS LIST - KETTLE STEAM JACKETED, MIL-K-22565 DATED
DEC.22, 1960

GROEN PART NUMBER PART NAME

9000 Drawoff Valve Assembly
8911 Hex Nut
9024 Bonnet
9027 Stem
9028 Wing Nut
9029 Handle
9034 ″O″ Ring
9406 Strainer (MIL-L-16035)
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PARTS LIST - KETTLE STEAM JACKETED, MIL-K-22565 DATED

DEC.22, 1960 - Continued

GROEN PART NUMBER PART NAME

12245 Latch Assembly (MIL-L-16045A)
12269 Safety Valve-55 P.S.I.
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